—— T - -

f . ) .
Declassified in Part - Sanitized Copy Approved for Release 2014/01/13 : CIA-RDP78-03330A000800130045-6

] \CAVARZIRIVIINE N a1l
A4S
SEpHET

50X1

The Filea - Pro ject 26 August 1954
50X1
Tape Requirements
1. The amount of tape which will pass t.hrough the scanning head
of the | | keyer for one (1) minute of operation at 600 50X1
minute has been based on measurements of a section of sample
tape. 50X1
T ' 2. The amount required for each contact will be determined by
two primary factorss (a) maximum message length and (b) whether the
message is in literal or numerical text. The length required per
contact as further indicated wlll be based on a message on 100 groups,
printed in numerical text.
3. Measurements of the sample| | tape follows S50X1
a. Longest group 4 1/8 inches
b. Shortest group 313/16 n
c. longest character {Number ) 7/ »
d. Shortest character (Number 5) 15/32 n»
e. Spacing between characters Y32 »
f. Spacing between groups 7716 ©

This determines that the longest measured group and space is 4 9/16
inches. The shortest measured group and space is 4 5/16 inches. For
ease of computation, an average group/space length of I 1/2 inches
will be used.

Le The amount of tape passing through the keying head when
operating at 600 WPM are as follows

a. Tape speed 45 inches per sec.
b. Length of tape containing 600 groups - 225 feet
¢« Length of tape for a contact of 100 groups 37 1/2 feet
de. Transmission time 10 seconds
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